
 

LVT Plank/Tile: Artline, Creation, Creation Clic  

Sheet or Tile: Nera Contract Wood, Nera Contract Pixel, Mipolam Classic Imperial, Attraction 

GERFLOR PUR/PUR+ MAINTENANCE                              www.gerflorusa.com                                        Effective: August 2012 
 

MAINTENANCE
Factory Surface Treatment PUR/PUR+

PUR and PUR+ factory applied surface treatment: Dressing or 
polish is optional. 

Note: Gerflor requires for the flooring to be protected at all times 
during construction. 

“An Ounce of Prevention”  

Installing and maintaining suitable barrier matting reduces wear 
and the maintenance burden by capturing tracked-in soil, 
contaminants and stain agents. 

Power Equipment Options 

 Low-speed scrubber/buffer or Autoscrubber: Medium brush or 
red/white pad 

 Wet/Dry vacuum 

 Cylindrical brush machine 

 High speed buffer: White or tan pad 

Initial Maintenance 

SHEET Flooring: Wait 48 hours before wet cleaning 

TILE or Plank LVT: Wait 72 hours before wet cleaning 

 Sweep and/or vacuum the entire surface.  

 Power scrub: Alkaline solution  

 Collect dirty solution: Auto scrubber or Wet vacuum 

 Rinse: Collect as above  

Routine Maintenance 

 Sweep/dust mop 

 Damp/wet1: pH neutral cleaning solution 

 Rinse: clean water 

Periodic Maintenance 

 Same an Initial Maintenance 

Dry Buff (As needed) 

Dry buffing will enhance and revitalize the PUR/PUR+ treatment. 
With regular dry buffing, applying a dressing is usually not 
necessary. Operation of the High speed buffer requires a skilled 
operator and is only done when the flooring is clean and dry. 

 

                                                           
1 A Cylindrical brush machine is good for routine maintenance because it is 
quiet, easy to operate and with no-rinse cleaning solution leaves the floor 
nearly dry without rinsing. 

Cleaning and Maintenance Products2 

DESCRIPTION Spartan XL North DIVERSEY 

Neutral cleaner: 

pH: 7-9 

Damp Mop or 
Green 
Solutions All 
Purpose 
Cleaner 

XL APC 
All 
Purpose 
Cleaner 

Stride or 
Cristal 

Alkaline 
cleaner:  

pH 9-12 

Pathmaker Prominence, 
R50 or Profi 

Spray Buff Spraybuff Diluted 
Finish 

Floor Science 
Spray Buff 

Finish/Dressing On an’ On XL 25 
Acrylic 
Finish 

Complete 

Disinfectant Cleaners 

Outside of sterile areas, the CDC does not require use of disinfectant 
on flooring. When not properly diluted and then rinsed, disinfectant 
cleaning products can add to the maintenance burden by leaving a 
residue and may contribute to development of resistant bacteria.  

Treating Stains 

Ink, Tomato, Mustard, 
Blood, Urine  

Diluted Bleach (Let it act without rubbing, 
then rinse thoroughly)  

Rust  Anti-rust or oxalic acid (rinse thoroughly)  

Use Denatured Alcohol on heavy grease, paint, Rubber traces, and 
Hair color, Ball-point or Markers. 

Note: Some stains may be permanent. 

Warning 

 

Certain anti-oxidants in rubber can permanently stain PVC floor 
coverings. Therefore, use only non-staining urethane furniture 
feet, castors or mats. It has been found that some PVC wheeled 
castors (made in China) contain carbon black and will also 
permanently stains the floor coverings 

 

                                                           
2 Other maintenance products may be used on Gerflor products. 
Recommendation as to suitability of any cleaning product rests with the 
respective manufacturer/supplier that is fully responsible for ensuring 
performance, compatibility, technical support and to provide training in their use 
of their products. 

Note: Manufacturers instructions regarding dilution rates, usage and rinsing must 
be strictly adhered to.  

 


